
Electronic Neon 
Power Supply

Eurocom NPG Series

Self Adjusting Output!• 
Broken tube protection!• 
Overload circuit protection!• 
No mercury migration!• 
Reduces fire and injury risks!• 
Reduced energy consumption!• 
Complies with all FCC regulations!• 
UL 2161 Approved!• 

Basic Rules for Electronic Power Supplies

Never overload your power supply, always use standard footage.• 

Use standard gas pressure when back filling your tubes.• 

Keep your GTO leads from your power supply under 4/5ft of length.• 

Keep both of your leads from your power supply at equal length• 

Never cut the ground (third) prong off the 6ft power supply cord• 

Never mount your power supply directly on metal. Mount at least 1 1/2” from metal• 

Keep your GTO leads and glass tubing at least 1 1/2” from Metals, i.e. sign frame, conduit, or window frame.• 

NPG 6000 F

NPG 3000 F

NPG 9000 F Features and Benefits
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Technical Specifications

Technical SpeciÞcations NPG 3000 NPG 6000 NPG 9800
In
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t

Voltage Range 120 V AC +/- 10% 120 V AC +/- 10% 120 V AC +/- 10%
Frequency 50/60 Hz 50/60 Hz 50/60 Hz
Current @ max load 120 V/0.24 Amps 120 V/0.65 Amps 120 V/ 0.8Amps
Power 30 Watts 50 Watts 120 Watts
Cord Leads 2ft cable 6ft primary cord 6ft primary cord
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Voltage @ max load 3000 Volts 6500 Volts 9000 Volts
Operating Frequency 36 +/- 2 Khz 36 +/- 2 Khz 20 +/- 2 Khz
Operating Temperature 32 - 104F 32 - 104F 32 - 104F
Short Circuit Current 30mA 30mA 30mA
Output Leads 2 x 24” high voltage cable 2 x 24” high voltage cable 2 x 24” high voltage cable

Weight 0.45 kg 0.78 kg 1.05 kg

Part Number Pull Chain L (in.) W (in.) H (in.) Weight (kg) OCM GFI Overload

NPG 3000 N 5 2.5 1.5 0.42 kg Y N Y
NPG 3000F N 5 2.5 1.5 0.42 kg Y N Y
NPG 6000 Y 6.14 3 1.85 0.78 kg Y N Y

NPG 6000F Y 6.14 3 1.85 0.78 kg Y N Y
NPG 9000 Y 6.8 3.7 1.85 1.05 kg Y N Y

NPG 9000 F Y 6.8 3.7 1.85 1.05 kg Y N Y
NPG 9000 D Y 6.8 3.7 1.85 0.1.05 kg Y N Y

Other Specifications

Remark:

The maximum length in feet may vary 
according to output cable length and 
environment. Deduct one foot from left 
figures for each pair of electrodes while 

more than two tubes are connected in se-
ries. Figures for mercury tubes are based 
on operation in temperature above 4oC. 
Deduct 25% value of left figures if op-
eration below 4oC. 

Do not operate over the maximum value, otherwise the lifetime and performance of this device may be reduced.

Tube Diameter 8mm 9mm 10mm 12mm 13mm 15mm

Ne Ar Ne Ar Ne Ar Ne Ar Ne Ar Ne Ar
NPG 3000 5 6 6 7 7 8 9 10 10 11 11 13
NPG 6000 13 15 15 18 19 23 26 31 29 33 33 40

NPG 9000 (D) 18 21 21 25 25 30 35 42 39 46 45 55
recomended Gas 
pressure mm/HG 

(all)
17 15 13 11 10 9
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Footage Chart


